
 

 
 
 
 

FZW Sound- System Club 
 

FOH: 
 

Midas Venice320: 24 Ch Mic-In, 4 x Stereo In, 4 Aux Pre, 2 Aux Post 
 

Siderack: 
 

1x Drawner 4 fach Kompressor, 1x Behringer 4-Fach-Compressor 
 

1 x Drawner noise Gate 4 fach, 1 x Glockenklang 4-Fach-Gate 
 

1 x TC M-One Multi-FX , 1 x Yamaha SPX900 Multi-FX 
 

Audient 2x 31-Band-EQ 1x (Master), Yamaha 31-Band-EQ 4x (Monitor) 

CD-Player 1x 

PA: 
 

1 x JBL Topteile Concert-Series Model 4871 / side 
 

2 x JBL Subbass Soundpower-Series Model 4745A /side 
 

2 x Amprack: XTA Controller 
 

JBL Urei 6260 für High 1x, JBL MPA1100 für Sub 1x, JBL Urei 6290 für Low/Mid 1x 
 

Monitor: 
 

4x GAE 4475 15’’/2’’ Wedge 
 

2x GAE 4475 T 15’’/2’’ Top 
 

Drumfill 2 Weg aktiv mit Subbass 
 

-1x Amprack: Chevin Q6 4 Weg 4 x 600 W, 1x Chevin 2 Kanal für Drumfill 
 

Venue Info: 
 

Room dimensions: 10m x 16m x5m, FOH distance 11 m (max) from back wall 
 

Stage max 6 m x 5 m plus side stage at 0,8 m from the floor 
 
 
 
 
 


