
 

 
 
 

FZW Sound-System Main Hall 
 
 
 
 

FOH:  Soundcraft VI 6 
 

Monitor: 
 

1 x 48 Channel Passiv Splitsystem for FOH, Monitor and Recording 
 

10 x Nexo PS 15 passiv 
 

3 x Nexo PS 15 Subextender 
 

12 Channels Amps and PS 15 TD Controllers 
 

No own Monitor Desk (will be rented if necessary) 
 

Main PA: 
 

10 x Nexo GEO T 4805/ side 
 

2x Nexo GEO T 2815 / side 
 

8 x Nexo CD 18 total / Aux Sub possible 
 

Amps and Controllers Camco Fortex & Nexo NX 242 
 

Dance floor in addition to main: 
 

3 x Nexo GEO S 1210 / side 
 

2 x Nexo GEO S 1230 / side 
 

Venue Info: 
 

Room dimensions: 20,5m x 32 m x8 m 
 

FOH Position: 25m max from back wall 
 

Stage: max 11,5 m x 8 m x 1m plus side stage (stage left) for monitoring ect. 
 

Power Supply: 
 

Additional power supply for sound on stage left: 
 

1x 63 A CEE, 3x 16 A CEE, 3x 32 A CEE 
 
 

 


